
WDMA And AWI 

Door Construction Standards

ÅDifferent Requirements - Aesthetics, 

Construction  &  Performance



ÅThree Door Companies 
Approved to Label 

ÅSurprise Insurance

ÅNo Extra Cost

ÅWDMA Does Not Have 
Similar Program Yet

AWI Quality Certification - òQCPó 

Third Party Label Program



AWI QCP Certification

ÅWhen Project is Registered

AWI Will Help Architect

ÅIf Required, Quality & 

Installation Inspection 

Available

ÅValue Engineering Evaluations 

ÅUnderstanding Submittal



Door Structure

ÅStiles/Vertical Edges

ÅLaminated 2 Piece

ÅRails/Horizontal Edges

ÅWide Blocking 
Core



Stile Basics



Optional Stiles and 

Rails - Blocking



Edges Carry 

Hardware



Material: 2-ply or Solid

�ƒHardwood
Screw Hold Over 500 lbs. (Oak = 800 lbs.)

�ƒSoftwood
Screw Hold  300 lbs. (Doug Fir 475 lbs.)

�ƒStructural Composite Lumber (SCL)
Screw Hold can Vary - 385 - 800 lbs.

Outer Stile:
�ƒVeneer Only Over SCL Most Common

SCL to Replace Lumber

Screw Holding Critical for Long Life!


